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7 FILAMENT & CATHODE FAILURE REPORT

Measurements when Filament and/or Cathode are removed from service.
, o : Tnstalled A {
Customer: CQ | ‘ZC/L\ Gon H

| Te8Sh- L,S(:,ozél-‘

7Date Removed from Service:

‘Date Installed:

‘Filament S/N{ \: i Shipped: - ,’ _NT
B Djl “ Lq o> One S/N if PRT-6540-001
Cathode S/N: ; is used.

1. Following values taken with Glassman Voltage at zero (0)

I2KV (Voltage (TP3-TP4)/ 40)

'IFil (Voltage (TP1-TP2)/.33)

"E2KV: ‘Line Frequency: S50Hz ' 60Hz

Spot Size Setting Pierce Voltage:

1000(800)

2. Values taken with Glassman at maximum setting (10,000 Volts)

E10KV:

Spot Size Setting Fl: ‘Glassman Current:
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KTrnstalled 1
Customer: CC\\TQ,[/»\ _ C’-)Oy\) +

IBB56 LSGO34L

Date Removed from Service:

Date Installed:

Filament S/N: Ship Date: {]-79 _
|C)j \ ‘l Zﬁﬂ CDES One S/N if PRT-6540-001
Cathode S/N: ' ' is used. :

Resistance, within one (1) minute-of turning gun off:

C - Fil:

C-Pierce:

Pierce - Fil:

C-Ground:

#?5

Ground e .

wae\ BETWEEN PINS

P=-G

Plerce - Ground -
‘nmnqw olerce = Cathode §~E
Pierce - Fillament c-F

Cathode ~ Fllament
Cothode '

Filament

. Pierce




